
Type MM Type FF Type MF 

Part Number Type 
Thread 

“T”  

Thread 
Length 

“TL”  
(mm) 

Thread 
Length 
“TL2”  
(mm) 

Diameter 

“D” 
(mm) 

Length 
“L” 

(mm) 

M.C.L. 

Kg * 
M.S.L. 

Kg* 

AVM-MM-15-15-M4 MM M4 8 - 15 15 11.0 4.9 

AVM-MM-15-15-M5 MM M5 10 - 15 15 11.0 4.9 

AVM-MM-20-15-M5 MM M5 15 - 20 15 22.6 8.0 

AVM-MM-20-15-M6 MM M6 18 - 20 15 22.5 7.9 

AVM-MM-20-20-M6 MM M6 18 - 20 20 20.4 8.2 

AVM-MM-25-25-M6 MM M6 18 - 25 25 31.0 13.5 

AVM-MM-30-30-M8 MM M8 23 - 30 30 42.8 19.5 

AVM-MM-30-40-M8 MM M8 23 - 30 40 41.0 19.5 

AVM-MF-15-15-M4 MF M4 4 8 15 15 23.6 8.3 

AVM-MF-15-15-M5 MF M5 5 10 15 15 11.0 4.9 

AVM-MF-20-20-M6 MF M6 6 18 20 20 20.4 8.2 

AVM-MF-25-25-M6 MF M6 6 18 25 25 32.6 14.2 

AVM-MF-30-30-M8 MF M8 8 23 30 30 42.8 19.5 

AVM-FF-15-15-M4 FF M4 4 - 15 15 12.1 5.4 

AVM-FF-20-15-M5 FF M5 5 - 20 15 22.6 8.0 

AVM-FF-20-20-M6 FF M6 6 - 20 20 20.4 8.2 

AVM-FF-20-25-M6 FF M6 6 - 20 25 25.5 8.1 

AVM-FF-25-30-M6 FF M6 6 - 25 30 27.8 13.2 

AVM-FF-30-25-M8 FF M8 8 - 30 25 44.6 19.5 

* M.C.L. = Max Compressive Load  M.S.L. = Max. Sheer Load 

Anti Vibration Mounts 
MATERIAL 

Thread & Plate Material: Steel BZP 

Body: Natural Rubber Black 

Hardness: 55 Shore A 
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