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THIRD ANGLE PROJECTION
THIS DRAWING USES

NC 1404 11/19/2018   LUND INITIAL RELEASE
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INSTALLATION NOTES:

1.  USE ONLY WITH DOT-3 OR DOT-4 BRAKE FLUID.

2.  NO INTERNAL TRAVEL LIMITER.  MUST BE USED WITH CLUTCH PEDAL STOP.

3.  SEAL REBUILD KIT = 62-905.

4.  SEAL INSTALLATION TOOL = 96-002.

5.  HYDRAULIC AREA = 1.215 SQ IN.

6.  ORIENTATE BLEED PORT WITH 10 DEGREES OF TOP CENTER TO FACILITATE BLEEDING PROCESS.

7.  UNIT IS SHIPPED WITH SHIM 62-903 (.050" THICK) INSTALLED UNDER THE BEARING WHICH MAY BE
     REMOVED FOR ADDITIONAL CLEARANCE.

8.  BOTH PORTS AN-3, 3/8-24 UNF X .28 THREAD DEPTH.

ITEM PART # DESCRIPTION QTY
1 62-2001 HYDRAULIC BASE 1

2 62-617 WIPER 1

3 SEE CHART PISTON 1

4 62-614 HYDRAULIC SEAL 1

5 62-031 BEARING 1

6 73-820 FITTING, AN-3 2

7 62-903 SHIM 1

CHART OF AVAILABLE ASSEMBLIES
HEIGHT* ASSY PN PISTON PN
2.90" 60-2200 62-6000
3.00" 60-2210 62-6001
3.10" 60-2220 62-6002
3.20" 60-2230 62-6003
3.30" 60-2240 62-6004
3.40" 60-2250 62-6005
3.50" 60-2260 62-6006
3.60" 60-2270 62-6007
3.70" 60-2280 62-6008
3.80" 60-2290 62-6009

* HEIGHTS SHOWN IN CHART ARE WITH
 62-903 SHIM INSTALLED, SEE NOTE 7
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HYDRAULIC RELEASE BEARING ASSEMBLY
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44mm RADIUS FACED BEARING, QM TRI-LITE REPLACEMENT
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